
4" SQUARE BOX
WITH COVERPLATE

CONDUIT TO NEXT
DEVICE OR JUNCTION
BOX

4" SQUARE BOX
WITH SINGLE GANG
PLASTER RING

NYLON PULL CORD

TURN CONDUIT
DIRECTLY INTO
CORRIDOR WHERE
POSSIBLE

UNDERSIDE OF FLOOR
ABOVE OR STRUCTURE

NYLON PULL CORD

DRY WALL

1 1/4" CONDUIT

FINISHED FLOOR

LC

STUD

BUSHING

SUSPENDED CEILING

CORRIDOR ROOM

1'
-6

"

GENERAL NOTES
1. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

CATEGORY 6A
RATED J-HOOKS

FUTURE CABLE
MANAGEMENT PANELS
(SHEET NOTE 6)

NOT TO SCALE

EXISTING TELECOMMUNICATION ROOM STANDARDS PREMISE DISTRIBUTION1

NOT TO SCALE

VOICE DATA OUTLET WITH RACEWAY4

DRYWALL AND STUD
CONSTRUCTION

NYLON PULL CORD

4" SQUARE BOX
WITH SINGLE GANG
PLASTER RING

NYLON PULL CORD

DRY WALL

1 1/4" CONDUIT

LC

TURN CONDUIT
DIRECTLY INTO
CORRIDOR WHERE
POSSIBLE

THREADED
ROD SUPPORTS

UNDERSIDE OF FLOOR
ABOVE OR STRUCTURE

CORRIDOR ROOM

FINISHED FLOOR

SUSPENDED CEILING

BUSHING

1'
-6

"

NOT TO SCALE

VOICE DATA OUTLET WITH J-HOOKS5

SHEET NOTES
1. VOICE AND DATA CABLING SHALL BE CATEGORY 6A.  VOICE CABLING SHALL BE

WHITE, DATA CABLING SHALL BE BLUE.

2. DATA CABLING SHALL UTILIZE CATEGORY 6A RJ45 JACKS WITH TIA/EIA 568B
CONFIGURATION.

3. ALL VOICE AND DATA CABLING SHALL BE LABELED AT BOTH ENDS ON THE CABLE.

4. VOICE AND DATA JACK LABELING SHOULD BE DONE ON EACH FACEPLATE IN A
FASHION SIMILAR TO THE FOLLOWING:
a. "A" OR "1" (SECURITY LEVEL IF APPLICABLE)

PROCEEDING CLOCKWISE AROUND THE ROOM.

b. ROOM NUMBER (XXX)

c. ALPHA OR NUMBER DESIGNATOR (X)

d. LABELING SHALL BE A MINIMUM OF 1/4" (6mm) HIGH.

e. HANDWRITTEN LABELS SHALL NOT BE USED FOR FINAL CONFIGURATION.

f. LABELING SCHEME MUST BE REVIEWED BY OWNER PRIOR TO INSTALLATION.

5. ALL VOICE AND DATA CABLING SHALL BE TERMINATED IN PATCH PANEL(S).

6. REUSE EXISTING SWITCHES FOR TERMINATIONS OF CABLE PATCH CORDS FROM PATCH
PANELS BY VA MEDICAL CENTER.  FURNISHING AND INSTALLING OF ADDITIONAL
SWITCHES NEEDED FOR PROJECT REQUIREMENTS AND TO ENSURE A SPARE CAPACITY
OF NOT LESS THAN 20 PECENT BY VAMC.  ALL VOICE AND DATA CABLING AND
TERMINATIONS BETWEEN PATCH PANELS AND SWITCHES SHALL BE PERFORMED BY THE
CONTRACTOR.

7. REUSE EXISTING PATCH PANELS FOR TERMINATIONS OF CABLING FROM DATA OUTLETS.
FURNISH AND INSTALL ADDITIONAL PATCH PANEL(S), CABLE MANAGEMENT RINGS
AND PANELS AS NEEDED TO ENSURE A SPARE CAPACITY NOT LESS THAN 20 PERCENT.

8. PROVIDE A 5' CABLE SERVICE LOOP AT THE CONDUIT RISER. CABLE LOOP SHALL BE
SUPPORTED INDEPENDENTLY OR BY THE CONDUIT RISER. CABLE LOOP SHALL BE MADE
SUCH THAT THE CABLE RADIUSES DO NOT EXCEED MANUFACTURER BENDING RADIUS
REQUIREMENTS.

CABLE SERVICE
LOOP (NOTE 8)

CABLE DIAMETER (INCHES) RADIUS (INCHES)

4X 8X

CAT 5e .25 1.0 2.0

CAT 6 .30 1.2 2.4

CAT 6a .37 1.5 3.0

NOTE: CABLE DIAMETERS ARE INDUSTRY STANDARD. VERIFY
WITH MANUFACTURE FOR ACTUAL DIAMETER SIZE.
RADIUSES SHOWN ARE MINIMUM.  ADJUST RADIUS IF
CABLE DIAMETERS ARE LARGER THAN SHOWN.

NOTES:

1. LEAVE 12" OF SERVICE SLACK AT TELECOM OUTLET WALL PLATE

2. LEAVE 5'-0" OF CABLE SLACK AT TELECOM CEILING ACCESS.

3. LEAVE 10'-0" OF SERVICE LOOP AT TELECOM CLOSET.

EXTENDEDFIGURE 8

NOT TO SCALE

CABLE SLACK (SERVICE LOOP) DETAIL8

R=8X R=8X

NOTE 3

NOTE 3

J-HOOK J-HOOK VELCRO CABLE TIES
(ZIP TIES NOT ALLOWED)

VELCRO CABLE TIES
(ZIP TIES NOT ALLOWED)

NOTE 2
NOTE 2

"F"
CONNECTOR
ON RG6U

VIDEO

EXISTING FIBER
MAINTENANCE
LOOP (20'-0")

EXISTING
TWGB OR TGB

TO EXISTING
TO GROUND
ELECTRODE
SYSTEM

EXISTING QUAD
110V AC
OUTLETS (TYP.)
MOUNTED ON
EQPT. RACK/
BACKBOARD

EXISTING CONDUITS
WITH FIRE STOPPING MATERIAL

EXISTING OSP FIBER
CABLE FROM INTERIOR
OF THE BUILDING

EXISTING CABLE
MANAGEMENT
RINGS

EXISTING TELECOMMUNICATIONS
BACKBOARD (TYPICAL)

EXISTING WALL
MOUNTED  TELE-

COMMUNICATIONS
RACK

EXISTING BACKBONE CABLES
PUNCHED DOWN AT PATCH
PANEL AND 110 TYPE
BLOCK (SUPPORTED BY
LADDER RACK)

EXISTING SINGLE MODE FIBER OPTIC
OR SINGLE MODE AND
MULTI-MODE BACKBONE CABLE
(SUPPORTED BY LADDER RACK)

TO DATA OUTLET(S)
NOTE 2

FUTURE CAT 6A PATCH
PANELS WITH 8-PIN MOD
CONNECTORS FOR
HORIZONTAL DISTRIBUTION
(TYPICAL).  NOTE 4

EXISTING WALL
MOUNTED  TELE-

COMMUNICATIONS
RACK

FUTURE CABLE
MANAGEMENT RINGS
(TYPICAL)

NOTE 3

RELOCATED UPS

FURNISH AND INSTALL CABLE
MANAGEMENT PANELS
(TYPICAL).  NOTE 2

EXISTING CABLE
MANAGEMENT RINGS
(SHEET NOTE 6)

NOTES

1. COMMUNICATION CLOSET SCOPE OF WORK:

a. ELECTRICAL CONTRACTOR RESPONSIBLE FOR:

1. FURNISH AND INSTALL ALL CABLING FROM OUTLET TO PATCH PANELS
INCLUDING TERMINATIONS AND TESTING.

2. FURNISH AND INSTALL ALL PATCH CORDS FROM PATCH PANELS TO
SWITCHES INCLUDING TERMINATIONS AND TESTING.

3. FURNISH AND INSTALL CROSS CONNECTS FOR VOICE FROM PATCH
PANELS TO 110 BLOCKS INCLUDING TERMINATIONS AND TESTING.

4. FURNISH AND INSTALL ADDITIONAL PATCH PANELS AND NETWORK
SWITCHES AS REQUIRED TO MAINTAIN 20 PERCENT SPARE CAPACITY.

2. CONNECTIONS FROM SWITCHES TO MDF BY VAMC.

3. COPPER BACKBONE BY VAMC.

4. ALL VOICE AND DATA CABLING SHALL BE TERMINATED IN PATCH PANEL(S).

5. REUSE EXISTING CAT 6A PATCH PANELS FOR TERMINATIONS OF CABLING FROM
DATA OUTLETS.  FURNISH AND INSTALL ADDITIONAL CAT 6A PATCH PANEL(S),
CABLE MANAGEMENT RINGS AND PANELS AS NEEDED TO ENSURE A SPARE
CAPACITY NOT LESS THAN 20 PERCENT.

6. REUSE EXISTING SINGLE MODE FIBER OPTIC  PATCH PANELS FOR SWITCH(S).
FURNISH AND INSTALL ADDITIONAL PATCH PANEL(S), CABLE MANAGEMENT RINGS
AND PANELS AS NEEDED TO ENSURE A SPARE CAPACITY NOT LESS THAN 20
PERCENT.

FUTURE CABLE MANAGEMENT
PANELS (TYPICAL).
NOTE 4

FURNISH AND INSTALL
NETWORK SWITCH.
NOTE 4

EXISTING VOICE PATCH
110 TYPE BLOCKS

FURNISH AND INSTALL
6"x3" VERTICAL
CABLE MANAGEMENT
(TYPICAL)

STANDARD WALL MOUNT
FACEPLATE. (1) DATA FOR
COMPUTER OR (1) VOICE

FOR IP PHONE.

V1 or D1

VOICE JACK
RJ45 BEIGE

OR

DATA JACK
RJ45 BLACK

VOICE JACK 1
RJ45 BEIGE

AND

DATA JACK 1
RJ45 BLACK

V1

D1

VOICE JACK 1
RJ45 BEIGE

DATA JACK 2
RJ45 BLACK

BLANK FILLER

V1

D1

BLANK FILLER

(1) VOICE JACK
(V1)
RJ45 BEIGE

(2)DATA JACK(S)
(D1,D2)
RJ45 BLACK

TYPICAL WALL MOUNTED
VOICE AND/OR DATA OUTLET

FACEPLATE

(2) VOICE JACK(S)
(V1,V2,V3)
RJ45 BEIGE

(4)DATA JACK(S)
(D1,D2,D3,D4)
RJ45 BLACK

BLANK COVER
PLATE FOR
FUTURE USE
BY OWNER

MATCH
ELECTRICAL
DEVICE
PLATES

STANDARD WALL MOUNT
FACEPLATE. (1) DATA FOR

COMPUTER AND (1) VOICE
FOR IP PHONE.

STANDARD WALL MOUNT
FACEPLATE. (1) DATA FOR

COMPUTER, (1) VOICE
FOR IP PHONE, (1) BLANK FILLER.

STANDARD WALL MOUNT
FACEPLATE. (2) DATA FOR

COMPUTER AND (1) VOICE
FOR IP PHONE(1), BLANK FILLER.

STANDARD WALL MOUNT
FACEPLATE. (4) DATA FOR

COMPUTER AND (2) VOICE
FOR IP PHONE.

MATCH
ELECTRICAL
DEVICE
PLATES

MATCH
ELECTRICAL
DEVICE
PLATES

MATCH
ELECTRICAL
DEVICE
PLATES

MATCH
ELECTRICAL
DEVICE
PLATES

MATCH
ELECTRICAL
DEVICE
PLATES

TYPICAL WALL MOUNTED
VOICE AND/OR DATA OUTLET

FACEPLATE

TYPICAL WALL MOUNTED
VOICE AND/OR DATA OUTLET

FACEPLATE

TYPICAL WALL MOUNTED
VOICE AND/OR DATA OUTLET

FACEPLATE

TYPICAL WALL MOUNTED
VOICE AND/OR DATA OUTLET

FACEPLATE

TYPICAL WALL MOUNTED
VOICE AND/OR DATA OUTLET

FACEPLATE

MATCH
ELECTRICAL
DEVICE
PLATES

CATEGORY 6A RATED J-HOOKS

WALL-MOUNTED
VOICE/DATA OUTLET

(TYPICAL)

CONDUIT STUB-OUT
ABOVE CEILING (TYP.)

SOLID OR VENTILATED
NOTTCH CABLE TRAY
OR BASKET TRAY

SINGLE GANG
"LUG-TYPE"
FACEPLATE

CABLE MANAGEMENT RINGS

CABLE MANAGEMENT PANEL
(TYPICAL)

FRONT MOUNT

CABLE MANAGEMENT PANEL
(TYPICAL)

REAR MOUNT

25.4mm (1 1/4") EMT CONDUIT

25.4mm (1") EMT CONDUIT

SINGLE
GANG
FACEPLATE

V1

CATEGORY 6A JACKET COLOR:
- VOICE - WHITE
- DATA - BLUE

FUTURE 6"x3"
VERTICAL CABLE
MANAGEMENT
(TYPICAL)

NOT TO SCALE

TELECOMMUNICATION HORIZONTAL DISTRIBUTION METHODS2

NOT TO SCALE

TELECOMMUNICATION DETAILS3

TELECOMMUNICATION NOTES
1. NETWORK/STRUCTURED CABLE:

ELECTRICAL CONTRACTOR SHALL FURNISH AND INSTALL ALL NECESSARY EQUIPMENT FOR
A COMPLETE SYSTEM.  THIS INCLUDES DATA OUTLETS, WALL PLATES, JACKS, WALL
TERMINATIONS, HORIZONTAL CABLING, PATCH PANELS, NETWORK SWITCHES, PATCH
CORDS, ASSOCIATED EQUIPMENT AND DEVICES.

A. COPPER - ALL COPPER HORIZONTAL CABLING WILL BE AUGMENTED CATEGORY 6A
CABLE AND PLENUM RATED.
1. COLOR CODES: CABLE COLOR: JACK COLOR:

NETWORK DATA BLUE BLACK

PHONE WHITE BEIGE

PATIENT INTERNET BLUE YELLOW

PATIENT MONITORING GREEN GREEN

SECURITY BLACK BLACK

FIRE ALARM RED -

NURSE CALL GREY -

B. ALL FIBER WILL BE TERMINATED WITH LC STYLE CONNECTORS.

1. MULTI MODE - 50/125um (OM4)

2. SINGLE MODE - VERIFY WITH AAVA NETWORK ENGINEER

3. FIBER PATCH CORDS:

PATCH CORD TYPE COLOR

SM 8.3 um YELLOW

MM 62.5 um ORANGE

MM 50 um 1G ORANGE

MM 50 um 10G AQUA

4. FIBER RACK ENCLOSURES:

(2) 5F100-6AC AQUA PANEL FOR 10G MM FIBER

(1) 5F100-12Z BLUE PANEL FOR SM FIBER

2. NETWORK SWITCH:

A. CISCO 4506E

1. EACH PWR-C45-6000ACV -
CISCO CATALYST 4500 6000 WAC POWER SUPPLY (PoE)

2. WILL REQUIRE FOUR NEMA 5-15R WITH SEPERATE BREAKERS ON A UPS.

3. WS-X4516(=) SUPERVISOR CARDS

MEM-C4K-FLD128M, 128 MB COMPACT FLASH CARD

S45IPB-12231SG, CISCO IOS (IP BASE WITH EIGRP-STUB SUPPORT)

4. FOUR WS-X4548-GB-RJ45V+(=)
GIGABIT ETHERNET OVER COPPER WITH POE

3. WALL PLATES, CONNECTORS, AND PATCH PANELS

A. QUICKPORT WALLPLATE
DUAL-GANG 6-PORT WITH
DESIGNATION WINDOWS

LEVITON 42080-6IP

B. QUICKPORT WALLPLATE
SINGLE-GANG 4-PORT WITH
DESIGNATION WINDOWS

LEVITON 42080-4IS

C. DATA QUICKPORT SNAP
IN CONNECTOR FOR UTP
COPPER CABLE, BLACK
COLOR

LEVITON 61110-RB6, CAT 6A

D. VOICE QUICKPORT SNAP
IN CONNECTOR FOR UTP
COPPER CABLE, BEIGE
COLOR

LEVITON 61110-RI6, CAT 6A

E. PATIENT MONITORING
DATA QUICKPORT SNAP
IN CONNECTOR FOR UTP
COPPER CABLE, GREEN
COLOR

LEVITON 61110-RV6, CAT 6A

F. PATIENT INTERNET ACCESS
DATA QUICKPORT SNAP
IN CONNECTOR FOR UTP
COPPER CABLE, YELLOW
COLOR

LEVITON 61110-Y6, CAT 6A

G. PATCH PANEL, 48-PORT LEVITON 6A586-U48, CAT 6A

H. CAT 6A 110-STYLE
WIRING BLOCK KITS

LEVITON 41D6A-1F4

I. LABEL KIT, 6/KIT LEVITON 41LBL-60W

J. LABEL HOLDER, 6/KIT LEVITON 41100-HDL

K. TC FIBER RACK MOUNT
ENCLOSURE - 1U

LEVITON RDP1U-S03

4. ELECTRICAL CONTRACTOR TO FURNISH AND INSTALL  NETWORK SWITCHES AND PATCH
PANELS TO MAINTAIN 20 PERCENT SPARE CAPACITY.

5. TELECOMMUNICATION SYSTEM MANUFACTURER AND MODEL/SERIES NUMBERS SHOWN
ARE BASIS OF DESIGN.  ALTERNATE MANUFACTURER AND EQUIPMENT THAT MEETS THE
SALIENT CHARACTERISTICS OF THE TELECOMMUNICATION SYSTEM IS ACCEPTABLE.  THE
ARCHITECT-ENGINEER RESERVES THE RIGHT FOR THE MANUFACTURER OR
MANUFACTURER'S REPRESENTATIVE TO PROVIDE PROOF THAT SELECTED EQUIPMENT
MEETS ALL FUNCTIONS, PLANS, AND SPECIFICATIONS ARE MET OR EXCEEDED.  ALL "OR
EQUALS" SUBJECT TO APPROVAL BY ARCHITECT-ENGINEER.

NOTE 1NOTE 1

CONDUIT BUSHINGCONDUIT BUSHING

R=8X

1' 1/4" CONDUIT

FURNISH AND INSTALL
6"x3" VERTICAL
CABLE MANAGEMENT
(TYPICAL)

FUTURE CAT 6A PATCH
PANELS WITH 8-PIN MOD
CONNECTORS FOR
HORIZONTAL DISTRIBUTION
(TYPICAL).  NOTE 4

FUTURE NETWORK SWITCH

r
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GENERAL NOTES
1. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

2. REFER TO ARCHITECTURAL INTERIOR ELEVATIONS AND REFLECTED CEILING
PLANS FOR COORDINATION OF ELECTRICAL DEVICES.

3. REFER TO CODE COMPLIANCE PLANS FOR FIRE BARRIERS, EGRESS PATHS AND
TRAVEL DISTANCES ON SHEET GI002 THOUGH GI006.

4. REFER TO PHASING PLANS AND CONSTRUCTION ACCESS PLAN FOR
COORDINATION OF ELECTRICAL DEVICES, EQUIPMENT, TEMPORARY
PARTITION LOCATIONS, DEMOLITION AND INSTALLATION TIMING OF WORK
ON SHEET NOS. GC100 AND IN SPECIFICATIONS.

5. REFER TO ARCHITECTURAL SHEETS FOR RATED WALL LOCATIONS, FLOOR SAW
CUTTING AND REPAIR INFORMATION.

6. REFER TO MECHANICAL/ELECTRICAL SCHEDULES AND NOTES ON SHEETS
ME601 FOR ADDITIONAL INFORMATION.

7. THE FOLLOWING SHADING INDICATES:

SHADING INDICATES AREA OF EXISTING DEVICES,
EQUIPMENT, AND FEEDERS TO REMAIN UNLESS
NOTED OTHERWISE.   AREAS FEATURING NO
SHADING INDICATE WORK TO BE DEMOLISHED,
FURNISHED AND INSTALLED UNDER THIS
CONTRACT UNLESS NOTED OTHERWISE. ALL
CIRCUITS/HOME RUNS OVERLAPPING WORK
SCOPE AREA IS INCLUDED UNDER THIS
CONTRACT.

8. THE FOLLOWING LINEWEIGHTS INDICATE:

LIGHT SOLID LINES INDICATE EXISTING EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO
REMAIN AND ARE SHOWN FOR REFERENCE ONLY.
EXISTING LOCATIONS AND LAYOUT MAY DIFFER
FROM LAYOUT SHOWN.  FIELD VERIFY EXACT
LOCATIONS AND LAYOUT.

DARK (BOLD) DASHED LINES INDICATE EXISTING
EQUIPMENT, DEVICES, BRANCH CIRCUITS, AND
FEEDERS TO BE REMOVED OR RELOCATED UNDER
THIS CONTRACT.  RELOCATED ITEMS WILL BE
DESIGNATED WITH AN "(R)" NEXT TO THE
EQUIPMENT OR FEEDER.

DARK (BOLD) SOLID LINES INDICATE EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO BE
FURNISHED AND INSTALLED UNDER THIS
CONTRACT.

R

EXISTING
LOOP
SWITCH
(PMH-15)

EXISTING
XFMR

REMOVE
EXISTING
CT CABINET

REMOVE
EXISTING
ELECTRIC
METER

EXISTING
PULL BOX

EXISTING AIR
CONDITIONER

C

C

EXISTING
FLOOD LIGHT
(TYP)

TELEPHONE

EXIST
STORAGE

111F

EXIST
MECH
108E

EXIST
BOILER
111E

EXIST
MECH
111R

REMOVE EXISTING
MDP-145, 2000A

REMOVE EXISTING
SWITCHBOARD,
2000AABANDONED

SLEEVES

REMOVE
EXISTING
MDP-145-2

EXISTING POLE
LIGHTING
FIXTURE
(TYP)

SITE SHEET NOTES
1. FIELD VERIFY LOCATIONS OF EXISTING UNDERGROUND SERVICES TO

COORDINATE UNDERGROUND SERVICES BEING INSTALLED UNDER THIS
CONTRACT WITH CIVIL DRAWINGS PRIOR TO INSTALLATION.

2. EXISTING FEEDERS FROM EXISTING UTILITY LOOP SWITCH TO EXISTING PAD
MOUNT TRANSFORMER TO REMAIN.

ED401
01

r
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FOR CONTINUATION SEE
SHEET ED102-C

1/8" = 1'-0"

FIRST FLOOR COMMUNCATIONS DEMOLITION PLAN - AREA A

GENERAL NOTES
1. REFER TO SYMBOLS AND ABBREVIATIONS LIST ON SHEET E-002.

2. REFER TO MOUNTING HEIGHTS, GENERAL, AND ELECTRICAL NOTES ON SHEET E-001.

3. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

4.

5. THE FOLLOWING LINEWEIGHTS INDICATE:

                                LIGHT SOLID LINE INDICATES EXISTING EQUIPMENT AND
                                FEEDERS

                                DARK (BOLD) DASHED LINE INDICATES EQUIPMENT
                                AND FEEDERS DEMOLISHED OR RELOCATED UNDER THIS CONTRACT
                                RELOCATED ITEMS ARE SHOWN WITH AN (R) NEXT TO FEEDER OR
                                EQUIPMENT

                                DARK (BOLD) SOLID LINE INDICATES EQUIPMENT AND
                                FEEDERS FURNISHED AND INSTALLED UNDER THIS
                                CONTRACT

SHADING INDICATES AREA TO
REMAIN THE SAME. ALL
SCHEDULED WORK AREAS
FEATURE NO SHADING.

DEMOLITION NOTES
1. DEMOLITION WORK SHALL BE COORDINATED WITH COR.

2. EXTREME CARE SHALL BE TAKEN NOT TO DISRUPT ANY ELECTRICAL SERVICES WHICH
EXTEND BEYOND BOUNDARIES OF WORK AREA AND ARE TO REMAIN DURING
DEMOLITION.  POWER TO EQUIPMENT OUTSIDE AREA OF DEMOLITION SHALL NOT BE
TURNED OFF WITHOUT PROPER PERMISSION FROM OWNER'S REPRESENTATIVE.  ANY
CIRCUITS AFFECTED BY THIS DEMOLITION, WHICH ARE SCHEDULED TO REMAIN, SHALL BE
PROPERLY REWIRED TO MAINTAIN SERVICE AND COMPLIANCE WITH ALL NATIONAL,
STATE, AND LOCAL CODES.

3. LIGHTING FIXTURES, PANELS, AND OTHER ELECTRICAL EQUIPMENT AND DEVICES LOCATED
WITHIN DEMOLITION AREAS SHALL BE REMOVED AS INDICATED BY ELECTRICAL DEVICES
SHOWN DARK (BOLD) DASHED ON FLOOR PLANS.  COORDINATE REUSABLE DEVICES AND
FIXTURES WITH COR.  EXISTING ITEMS TO REMAIN ARE SHOWN LIGHT SOLID AND SHOWN
FOR REFERENCE ONLY.  NOT EVERY ELECTRICAL DEVICE MAY BE SHOWN AND EXISTING
LAYOUT SHOWN ON THIS DRAWING MAY DIFFER FROM ACTUAL LAYOUT IN FIELD.
CONTRACTOR TO FIELD VERIFY.

4. RECEPTACLES, LIGHT SWITCHES, AND TELEPHONE OUTLETS LOCATED IN WALLS, OR WALL
SURFACES BEING DEMOLISHED SHALL BE REMOVED INCLUDING CONDUIT AND WIRING
TO SOURCE.

5. COMPLETE RECEPTACLE AND LIGHTING CIRCUITS AFFECTED BY THIS DEMOLITION SHALL
HAVE ALL WIRING REMOVED TOTALLY BACK TO THEIR RESPECTIVE PANEL AND THE
CIRCUIT BREAKER POSITION MARKED "SPARE".

6. CIRCUITS HEAVILY VACATED BUT STILL REMAINING SHALL BE PROPERLY NOTED ON THEIR
RESPECTIVE PANEL SCHEDULES ALONG WITH THE APPROXIMATE ELECTRICAL LOAD
REMOVED FROM AND REMAINING ON CIRCUIT.

7. ANY SPARES OR HEAVILY VACATED CIRCUITS MAY BE REUSED FOR INSTALLATION OF NEW
CIRCUITS OR ADDITIONAL LOADS.

8. LIGHT FIXTURES REMOVED SHALL BE TURNED OVER TO THE OWNER.  ALL OTHER
ELECTRICAL EQUIPMENT REMOVED SHALL BE TURNED OVER TO THE OWNER OR DISPOSED
OF OFF SITE AT THE OWNER'S OPTION.

9. THE PLANS INDICATE ONLY AFFECTED EQUIPMENT IN THE DESIGNATED DEMOLITION AREAS
OF THIS PROJECT ALTHOUGH NOT EVERY ITEM MAY HAVE BEEN SHOWN.  REMOVE
NECESSARY ITEMS AS REQUIRED BY THIS DEMOLITION WHETHER OR NOT SHOWN ON
PLANS.

10. OUTLETS, SWITCHES, LIGHTS, AND CONTROLS SHOWN TO BE REMOVED FROM A WALL
WHICH IS SCHEDULED TO REMAIN, SHALL HAVE ALL WIRES PROPERLY TERMINATED, TAPED,
AND LABELED WITHIN EXISTING BOX, AND SHALL HAVE A NEW BLANK COVER PLATE
INSTALLED TO FACILITATE REACTIVATION OF THOSE CIRCUITS IN THE FUTURE.  SEE
DEMOLITION NOTES NOS. 5 AND 6.

11. REFER TO ARCHITECTURAL DRAWINGS FOR GENERAL SCOPE OF DEMOLITION WORK
REQUIRED UNDER THIS CONTRACT AND COORDINATE WITH ELECTRICAL DEMOLITION
WORK.

12. THIS PROJECT REQUIRES THE REMOVAL, TRANSPORT AND DISPOSAL OF ELECTRICAL
EQUIPMENT CONTAINING POLYCHLORINATED BIPHENYL (PCB) IN ACCORDANCE WITH
THE FEDERAL TOXIC SUBSTANCES CONTROL ACT (TSCA).

13. LOW VOLTAGE SYSTEM NOTES:

A. EXISTING FIRE ALARM DEVICES MUST BE REUSED  TEMPORARILY IN THE DEMOLITION
AREAS AND REMAIN CONNECTED TO THE EXISTING FACP.  THE FIRE ALARM SYSTEM IN
THE NON-DEMOLITION AREAS MUST REMAIN OPERATIONAL.

B. EXISTING CARD READERS AND THE DOORS ASSOCIATED WITH THEM IN
NON-DEMOLITION AREAS MUST REMAIN OPERATIONAL .

C. EXISTING CCTV CAMERAS AND THE ASSOCIATED RECORDING EQUIPMENT MUST
REMAIN OPERATIONAL IN NON-DEMOLITION AREAS.

D. THE EXISTING PUBLIC ADDRESS SYSTEM MUST REMAIN OPERATIONAL IN THE
NON-DEMOLITION AREAS.

E. REMOVE DATA AND VOICE HORIZONTAL CABLING IN DEMOLITION AREAS.
COORDINATE WITH COR FOR AREAS TO BE REMOVED.

F. COMMUNICATION ROOMS MUST BE KEPT OPERATING IN DEMOLITION AREAS FOR
NETWORK COMMUNICATIONS.

G. COORDINATE ACTIVITY WITH THE GENERAL CONTRACTOR AND THE COR PRIOR TO
STARTING.

14. ELECTRICAL ROOMS MUST BE KEPT OPERATING IN DEMOLITION AREAS FOR POWERING
EQUIPMENT AND DEVICES.

15. WORK IN THIS AREA SHALL CONFORM TO HAZARDOUS CLASSIFICATION RATING CLASS III,
DIVISION 2, GROUP A, B, C, AND D. ELECTRICAL EQUIPMENT AND DEVICE INSTALLATION
INCLUDING CONDUIT, WIRING, SEALS, ETC. PER NEC. DO NOT ROUTE CONDUIT FOR
OTHER AREAS THRU THIS HAZARDOUS CLASSIFICATION AREA.

16. REMOVE ELECTRICAL DEVICES, BACKBOXES, CONDUIT, AND WIRING BACK TO SOURCE
OR WIRING MAY BE REUSED FOR INSTALLATION OF REPLACEMENT ELECTRICAL DEVICE, IF
COMPLIANT WITH DEMOLITION NOTE 15. REFER TO LIGHTING AND POWER SHEETS FOR
ADDITIONAL INFORMATION. REFER TO DEMOLITION NOTE 9.

17. REMOVE ELECTRICAL EQUIPMENT, CONDUIT, AND WIRING BACK TO SOURCE OR
HAZARDOUS BOUNDARY. PANEL INTERIORS, CIRCUIT BREAKERS, FUSES, CONDUIT, AND
WIRING MAY BE REUSED FOR INSTALLATION OF REPLACEMENT ELECTRICAL EQUIPMENT IF
COMPLIANT WITH DEMOLITION NOTE 15. REFER TO LIGHTING AND POWER SHEETS FOR
ADDITIONAL INFORMATION. REFER TO DEMOLITION NOTE 9.

18. UPGRADING OF LAUNDRY EQUIPMENT FEEDERS AND BRANCH CIRCUITS TO HAZARDOUS
CLASSIFICATION CLASS III, DIVISION 2, GROUP A,B,C,D SHALL BE UNDER SEPARATE
CONTRACT UNLESS NOTED OTHERWISE.
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FOR CONTINUATION SEE
SHEET ED102-L

1/8" = 1'-0"

FIRST FLOOR LIGHTING DEMOLITION PLAN - AREA A

GENERAL NOTES
1. REFER TO SYMBOLS AND ABBREVIATIONS LIST ON SHEET E-002.

2. REFER TO MOUNTING HEIGHTS, GENERAL, AND ELECTRICAL NOTES ON SHEET E-001.

3. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

4.

5. THE FOLLOWING LINEWEIGHTS INDICATE:

                                LIGHT SOLID LINE INDICATES EXISTING EQUIPMENT AND
                                FEEDERS

                                DARK (BOLD) DASHED LINE INDICATES EQUIPMENT
                                AND FEEDERS DEMOLISHED OR RELOCATED UNDER THIS CONTRACT
                                RELOCATED ITEMS ARE SHOWN WITH AN (R) NEXT TO FEEDER OR
                                EQUIPMENT

                                DARK (BOLD) SOLID LINE INDICATES EQUIPMENT AND
                                FEEDERS FURNISHED AND INSTALLED UNDER THIS
                                CONTRACT

SHADING INDICATES AREA TO
REMAIN THE SAME. ALL
SCHEDULED WORK AREAS
FEATURE NO SHADING.

DEMOLITION NOTES
1. DEMOLITION WORK SHALL BE COORDINATED WITH COR.

2. EXTREME CARE SHALL BE TAKEN NOT TO DISRUPT ANY ELECTRICAL SERVICES WHICH
EXTEND BEYOND BOUNDARIES OF WORK AREA AND ARE TO REMAIN DURING
DEMOLITION.  POWER TO EQUIPMENT OUTSIDE AREA OF DEMOLITION SHALL NOT BE
TURNED OFF WITHOUT PROPER PERMISSION FROM OWNER'S REPRESENTATIVE.  ANY
CIRCUITS AFFECTED BY THIS DEMOLITION, WHICH ARE SCHEDULED TO REMAIN, SHALL BE
PROPERLY REWIRED TO MAINTAIN SERVICE AND COMPLIANCE WITH ALL NATIONAL,
STATE, AND LOCAL CODES.

3. LIGHTING FIXTURES, PANELS, AND OTHER ELECTRICAL EQUIPMENT AND DEVICES LOCATED
WITHIN DEMOLITION AREAS SHALL BE REMOVED AS INDICATED BY ELECTRICAL DEVICES
SHOWN DARK (BOLD) DASHED ON FLOOR PLANS.  COORDINATE REUSABLE DEVICES AND
FIXTURES WITH COR.  EXISTING ITEMS TO REMAIN ARE SHOWN LIGHT SOLID AND SHOWN
FOR REFERENCE ONLY.  NOT EVERY ELECTRICAL DEVICE MAY BE SHOWN AND EXISTING
LAYOUT SHOWN ON THIS DRAWING MAY DIFFER FROM ACTUAL LAYOUT IN FIELD.
CONTRACTOR TO FIELD VERIFY.

4. RECEPTACLES, LIGHT SWITCHES, AND TELEPHONE OUTLETS LOCATED IN WALLS, OR WALL
SURFACES BEING DEMOLISHED SHALL BE REMOVED INCLUDING CONDUIT AND WIRING
TO SOURCE.

5. COMPLETE RECEPTACLE AND LIGHTING CIRCUITS AFFECTED BY THIS DEMOLITION SHALL
HAVE ALL WIRING REMOVED TOTALLY BACK TO THEIR RESPECTIVE PANEL AND THE
CIRCUIT BREAKER POSITION MARKED "SPARE".

6. CIRCUITS HEAVILY VACATED BUT STILL REMAINING SHALL BE PROPERLY NOTED ON THEIR
RESPECTIVE PANEL SCHEDULES ALONG WITH THE APPROXIMATE ELECTRICAL LOAD
REMOVED FROM AND REMAINING ON CIRCUIT.

7. ANY SPARES OR HEAVILY VACATED CIRCUITS MAY BE REUSED FOR INSTALLATION OF NEW
CIRCUITS OR ADDITIONAL LOADS.

8. LIGHT FIXTURES REMOVED SHALL BE TURNED OVER TO THE OWNER.  ALL OTHER
ELECTRICAL EQUIPMENT REMOVED SHALL BE TURNED OVER TO THE OWNER OR DISPOSED
OF OFF SITE AT THE OWNER'S OPTION.

9. THE PLANS INDICATE ONLY AFFECTED EQUIPMENT IN THE DESIGNATED DEMOLITION AREAS
OF THIS PROJECT ALTHOUGH NOT EVERY ITEM MAY HAVE BEEN SHOWN.  REMOVE
NECESSARY ITEMS AS REQUIRED BY THIS DEMOLITION WHETHER OR NOT SHOWN ON
PLANS.

10. OUTLETS, SWITCHES, LIGHTS, AND CONTROLS SHOWN TO BE REMOVED FROM A WALL
WHICH IS SCHEDULED TO REMAIN, SHALL HAVE ALL WIRES PROPERLY TERMINATED, TAPED,
AND LABELED WITHIN EXISTING BOX, AND SHALL HAVE A NEW BLANK COVER PLATE
INSTALLED TO FACILITATE REACTIVATION OF THOSE CIRCUITS IN THE FUTURE.  SEE
DEMOLITION NOTES NOS. 5 AND 6.

11. REFER TO ARCHITECTURAL DRAWINGS FOR GENERAL SCOPE OF DEMOLITION WORK
REQUIRED UNDER THIS CONTRACT AND COORDINATE WITH ELECTRICAL DEMOLITION
WORK.

12. THIS PROJECT REQUIRES THE REMOVAL, TRANSPORT AND DISPOSAL OF ELECTRICAL
EQUIPMENT CONTAINING POLYCHLORINATED BIPHENYL (PCB) IN ACCORDANCE WITH
THE FEDERAL TOXIC SUBSTANCES CONTROL ACT (TSCA).

13. LOW VOLTAGE SYSTEM NOTES:

A. EXISTING FIRE ALARM DEVICES MUST BE REUSED  TEMPORARILY IN THE DEMOLITION
AREAS AND REMAIN CONNECTED TO THE EXISTING FACP.  THE FIRE ALARM SYSTEM IN
THE NON-DEMOLITION AREAS MUST REMAIN OPERATIONAL.

B. EXISTING CARD READERS AND THE DOORS ASSOCIATED WITH THEM IN
NON-DEMOLITION AREAS MUST REMAIN OPERATIONAL .

C. EXISTING CCTV CAMERAS AND THE ASSOCIATED RECORDING EQUIPMENT MUST
REMAIN OPERATIONAL IN NON-DEMOLITION AREAS.

D. THE EXISTING PUBLIC ADDRESS SYSTEM MUST REMAIN OPERATIONAL IN THE
NON-DEMOLITION AREAS.

E. REMOVE DATA AND VOICE HORIZONTAL CABLING IN DEMOLITION AREAS.
COORDINATE WITH COR FOR AREAS TO BE REMOVED.

F. COMMUNICATION ROOMS MUST BE KEPT OPERATING IN DEMOLITION AREAS FOR
NETWORK COMMUNICATIONS.

G. COORDINATE ACTIVITY WITH THE GENERAL CONTRACTOR AND THE COR PRIOR TO
STARTING.

14. ELECTRICAL ROOMS MUST BE KEPT OPERATING IN DEMOLITION AREAS FOR POWERING
EQUIPMENT AND DEVICES.

15. WORK IN THIS AREA SHALL CONFORM TO HAZARDOUS CLASSIFICATION RATING CLASS III,
DIVISION 2, GROUP A, B, C, AND D. ELECTRICAL EQUIPMENT AND DEVICE INSTALLATION
INCLUDING CONDUIT, WIRING, SEALS, ETC. PER NEC. DO NOT ROUTE CONDUIT FOR
OTHER AREAS THRU THIS HAZARDOUS CLASSIFICATION AREA.

16. REMOVE ELECTRICAL DEVICES, BACKBOXES, CONDUIT, AND WIRING BACK TO SOURCE
OR WIRING MAY BE REUSED FOR INSTALLATION OF REPLACEMENT ELECTRICAL DEVICE, IF
COMPLIANT WITH DEMOLITION NOTE 15. REFER TO LIGHTING AND POWER SHEETS FOR
ADDITIONAL INFORMATION. REFER TO DEMOLITION NOTE 9.

17. REMOVE ELECTRICAL EQUIPMENT, CONDUIT, AND WIRING BACK TO SOURCE OR
HAZARDOUS BOUNDARY. PANEL INTERIORS, CIRCUIT BREAKERS, FUSES, CONDUIT, AND
WIRING MAY BE REUSED FOR INSTALLATION OF REPLACEMENT ELECTRICAL EQUIPMENT IF
COMPLIANT WITH DEMOLITION NOTE 15. REFER TO LIGHTING AND POWER SHEETS FOR
ADDITIONAL INFORMATION. REFER TO DEMOLITION NOTE 9.

18. UPGRADING OF LAUNDRY EQUIPMENT FEEDERS AND BRANCH CIRCUITS TO HAZARDOUS
CLASSIFICATION CLASS III, DIVISION 2, GROUP A,B,C,D SHALL BE UNDER SEPARATE
CONTRACT UNLESS NOTED OTHERWISE.
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FOR CONTINUATION SEE
SHEET ED102-P

1/8" = 1'-0"

FIRST FLOOR POWER DEMOLITION PLAN - AREA A

GENERAL NOTES
1. REFER TO SYMBOLS AND ABBREVIATIONS LIST ON SHEET E-002.

2. REFER TO MOUNTING HEIGHTS, GENERAL, AND ELECTRICAL NOTES ON SHEET E-001.

3. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

4.

5. THE FOLLOWING LINEWEIGHTS INDICATE:

                                LIGHT SOLID LINE INDICATES EXISTING EQUIPMENT AND
                                FEEDERS

                                DARK (BOLD) DASHED LINE INDICATES EQUIPMENT
                                AND FEEDERS DEMOLISHED OR RELOCATED UNDER THIS CONTRACT
                                RELOCATED ITEMS ARE SHOWN WITH AN (R) NEXT TO FEEDER OR
                                EQUIPMENT

                                DARK (BOLD) SOLID LINE INDICATES EQUIPMENT AND
                                FEEDERS FURNISHED AND INSTALLED UNDER THIS
                                CONTRACT

SHADING INDICATES AREA TO
REMAIN THE SAME. ALL
SCHEDULED WORK AREAS
FEATURE NO SHADING.

DEMOLITION NOTES
1. DEMOLITION WORK SHALL BE COORDINATED WITH COR.

2. EXTREME CARE SHALL BE TAKEN NOT TO DISRUPT ANY ELECTRICAL SERVICES WHICH
EXTEND BEYOND BOUNDARIES OF WORK AREA AND ARE TO REMAIN DURING
DEMOLITION.  POWER TO EQUIPMENT OUTSIDE AREA OF DEMOLITION SHALL NOT BE
TURNED OFF WITHOUT PROPER PERMISSION FROM OWNER'S REPRESENTATIVE.  ANY
CIRCUITS AFFECTED BY THIS DEMOLITION, WHICH ARE SCHEDULED TO REMAIN, SHALL BE
PROPERLY REWIRED TO MAINTAIN SERVICE AND COMPLIANCE WITH ALL NATIONAL,
STATE, AND LOCAL CODES.

3. LIGHTING FIXTURES, PANELS, AND OTHER ELECTRICAL EQUIPMENT AND DEVICES LOCATED
WITHIN DEMOLITION AREAS SHALL BE REMOVED AS INDICATED BY ELECTRICAL DEVICES
SHOWN DARK (BOLD) DASHED ON FLOOR PLANS.  COORDINATE REUSABLE DEVICES AND
FIXTURES WITH COR.  EXISTING ITEMS TO REMAIN ARE SHOWN LIGHT SOLID AND SHOWN
FOR REFERENCE ONLY.  NOT EVERY ELECTRICAL DEVICE MAY BE SHOWN AND EXISTING
LAYOUT SHOWN ON THIS DRAWING MAY DIFFER FROM ACTUAL LAYOUT IN FIELD.
CONTRACTOR TO FIELD VERIFY.

4. RECEPTACLES, LIGHT SWITCHES, AND TELEPHONE OUTLETS LOCATED IN WALLS, OR WALL
SURFACES BEING DEMOLISHED SHALL BE REMOVED INCLUDING CONDUIT AND WIRING
TO SOURCE.

5. COMPLETE RECEPTACLE AND LIGHTING CIRCUITS AFFECTED BY THIS DEMOLITION SHALL
HAVE ALL WIRING REMOVED TOTALLY BACK TO THEIR RESPECTIVE PANEL AND THE
CIRCUIT BREAKER POSITION MARKED "SPARE".

6. CIRCUITS HEAVILY VACATED BUT STILL REMAINING SHALL BE PROPERLY NOTED ON THEIR
RESPECTIVE PANEL SCHEDULES ALONG WITH THE APPROXIMATE ELECTRICAL LOAD
REMOVED FROM AND REMAINING ON CIRCUIT.

7. ANY SPARES OR HEAVILY VACATED CIRCUITS MAY BE REUSED FOR INSTALLATION OF NEW
CIRCUITS OR ADDITIONAL LOADS.

8. LIGHT FIXTURES REMOVED SHALL BE TURNED OVER TO THE OWNER.  ALL OTHER
ELECTRICAL EQUIPMENT REMOVED SHALL BE TURNED OVER TO THE OWNER OR DISPOSED
OF OFF SITE AT THE OWNER'S OPTION.

9. THE PLANS INDICATE ONLY AFFECTED EQUIPMENT IN THE DESIGNATED DEMOLITION AREAS
OF THIS PROJECT ALTHOUGH NOT EVERY ITEM MAY HAVE BEEN SHOWN.  REMOVE
NECESSARY ITEMS AS REQUIRED BY THIS DEMOLITION WHETHER OR NOT SHOWN ON
PLANS.

10. OUTLETS, SWITCHES, LIGHTS, AND CONTROLS SHOWN TO BE REMOVED FROM A WALL
WHICH IS SCHEDULED TO REMAIN, SHALL HAVE ALL WIRES PROPERLY TERMINATED, TAPED,
AND LABELED WITHIN EXISTING BOX, AND SHALL HAVE A NEW BLANK COVER PLATE
INSTALLED TO FACILITATE REACTIVATION OF THOSE CIRCUITS IN THE FUTURE.  SEE
DEMOLITION NOTES NOS. 5 AND 6.

11. REFER TO ARCHITECTURAL DRAWINGS FOR GENERAL SCOPE OF DEMOLITION WORK
REQUIRED UNDER THIS CONTRACT AND COORDINATE WITH ELECTRICAL DEMOLITION
WORK.

12. THIS PROJECT REQUIRES THE REMOVAL, TRANSPORT AND DISPOSAL OF ELECTRICAL
EQUIPMENT CONTAINING POLYCHLORINATED BIPHENYL (PCB) IN ACCORDANCE WITH
THE FEDERAL TOXIC SUBSTANCES CONTROL ACT (TSCA).

13. LOW VOLTAGE SYSTEM NOTES:

A. EXISTING FIRE ALARM DEVICES MUST BE REUSED  TEMPORARILY IN THE DEMOLITION
AREAS AND REMAIN CONNECTED TO THE EXISTING FACP.  THE FIRE ALARM SYSTEM IN
THE NON-DEMOLITION AREAS MUST REMAIN OPERATIONAL.

B. EXISTING CARD READERS AND THE DOORS ASSOCIATED WITH THEM IN
NON-DEMOLITION AREAS MUST REMAIN OPERATIONAL .

C. EXISTING CCTV CAMERAS AND THE ASSOCIATED RECORDING EQUIPMENT MUST
REMAIN OPERATIONAL IN NON-DEMOLITION AREAS.

D. THE EXISTING PUBLIC ADDRESS SYSTEM MUST REMAIN OPERATIONAL IN THE
NON-DEMOLITION AREAS.

E. REMOVE DATA AND VOICE HORIZONTAL CABLING IN DEMOLITION AREAS.
COORDINATE WITH COR FOR AREAS TO BE REMOVED.

F. COMMUNICATION ROOMS MUST BE KEPT OPERATING IN DEMOLITION AREAS FOR
NETWORK COMMUNICATIONS.

G. COORDINATE ACTIVITY WITH THE GENERAL CONTRACTOR AND THE COR PRIOR TO
STARTING.

14. ELECTRICAL ROOMS MUST BE KEPT OPERATING IN DEMOLITION AREAS FOR POWERING
EQUIPMENT AND DEVICES.

15. WORK IN THIS AREA SHALL CONFORM TO HAZARDOUS CLASSIFICATION RATING CLASS III,
DIVISION 2, GROUP A, B, C, AND D. ELECTRICAL EQUIPMENT AND DEVICE INSTALLATION
INCLUDING CONDUIT, WIRING, SEALS, ETC. PER NEC. DO NOT ROUTE CONDUIT FOR
OTHER AREAS THRU THIS HAZARDOUS CLASSIFICATION AREA.

16. REMOVE ELECTRICAL DEVICES, BACKBOXES, CONDUIT, AND WIRING BACK TO SOURCE
OR WIRING MAY BE REUSED FOR INSTALLATION OF REPLACEMENT ELECTRICAL DEVICE, IF
COMPLIANT WITH DEMOLITION NOTE 15. REFER TO LIGHTING AND POWER SHEETS FOR
ADDITIONAL INFORMATION. REFER TO DEMOLITION NOTE 9.

17. REMOVE ELECTRICAL EQUIPMENT, CONDUIT, AND WIRING BACK TO SOURCE OR
HAZARDOUS BOUNDARY. PANEL INTERIORS, CIRCUIT BREAKERS, FUSES, CONDUIT, AND
WIRING MAY BE REUSED FOR INSTALLATION OF REPLACEMENT ELECTRICAL EQUIPMENT IF
COMPLIANT WITH DEMOLITION NOTE 15. REFER TO LIGHTING AND POWER SHEETS FOR
ADDITIONAL INFORMATION. REFER TO DEMOLITION NOTE 9.

18. UPGRADING OF LAUNDRY EQUIPMENT FEEDERS AND BRANCH CIRCUITS TO HAZARDOUS
CLASSIFICATION CLASS III, DIVISION 2, GROUP A,B,C,D SHALL BE UNDER SEPARATE
CONTRACT UNLESS NOTED OTHERWISE.
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FOR CONTINUATION SEE
SHEET ED101-C

1/8" = 1'-0"

FIRST FLOOR COMMUNICATION DEMOLITION PLAN - AREA B 
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GENERAL NOTES
1. REFER TO SYMBOLS AND ABBREVIATIONS LIST ON SHEET E-002.

2. REFER TO MOUNTING HEIGHTS, GENERAL, AND ELECTRICAL NOTES ON SHEET E-001.

3. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

4.

5. THE FOLLOWING LINEWEIGHTS INDICATE:

                                LIGHT SOLID LINE INDICATES EXISTING EQUIPMENT AND
                                FEEDERS

                                DARK (BOLD) DASHED LINE INDICATES EQUIPMENT
                                AND FEEDERS DEMOLISHED OR RELOCATED UNDER THIS CONTRACT
                                RELOCATED ITEMS ARE SHOWN WITH AN (R) NEXT TO FEEDER OR
                                EQUIPMENT

                                DARK (BOLD) SOLID LINE INDICATES EQUIPMENT AND
                                FEEDERS FURNISHED AND INSTALLED UNDER THIS
                                CONTRACT

SHADING INDICATES AREA TO
REMAIN THE SAME. ALL
SCHEDULED WORK AREAS
FEATURE NO SHADING.

DEMOLITION NOTES
1. DEMOLITION WORK SHALL BE COORDINATED WITH COR.

2. EXTREME CARE SHALL BE TAKEN NOT TO DISRUPT ANY ELECTRICAL SERVICES WHICH
EXTEND BEYOND BOUNDARIES OF WORK AREA AND ARE TO REMAIN DURING
DEMOLITION.  POWER TO EQUIPMENT OUTSIDE AREA OF DEMOLITION SHALL NOT BE
TURNED OFF WITHOUT PROPER PERMISSION FROM OWNER'S REPRESENTATIVE.  ANY
CIRCUITS AFFECTED BY THIS DEMOLITION, WHICH ARE SCHEDULED TO REMAIN, SHALL BE
PROPERLY REWIRED TO MAINTAIN SERVICE AND COMPLIANCE WITH ALL NATIONAL,
STATE, AND LOCAL CODES.

3. LIGHTING FIXTURES, PANELS, AND OTHER ELECTRICAL EQUIPMENT AND DEVICES LOCATED
WITHIN DEMOLITION AREAS SHALL BE REMOVED AS INDICATED BY ELECTRICAL DEVICES
SHOWN DARK (BOLD) DASHED ON FLOOR PLANS.  COORDINATE REUSABLE DEVICES AND
FIXTURES WITH COR.  EXISTING ITEMS TO REMAIN ARE SHOWN LIGHT SOLID AND SHOWN
FOR REFERENCE ONLY.  NOT EVERY ELECTRICAL DEVICE MAY BE SHOWN AND EXISTING
LAYOUT SHOWN ON THIS DRAWING MAY DIFFER FROM ACTUAL LAYOUT IN FIELD.
CONTRACTOR TO FIELD VERIFY.

4. RECEPTACLES, LIGHT SWITCHES, AND TELEPHONE OUTLETS LOCATED IN WALLS, OR WALL
SURFACES BEING DEMOLISHED SHALL BE REMOVED INCLUDING CONDUIT AND WIRING
TO SOURCE.

5. COMPLETE RECEPTACLE AND LIGHTING CIRCUITS AFFECTED BY THIS DEMOLITION SHALL
HAVE ALL WIRING REMOVED TOTALLY BACK TO THEIR RESPECTIVE PANEL AND THE
CIRCUIT BREAKER POSITION MARKED "SPARE".

6. CIRCUITS HEAVILY VACATED BUT STILL REMAINING SHALL BE PROPERLY NOTED ON THEIR
RESPECTIVE PANEL SCHEDULES ALONG WITH THE APPROXIMATE ELECTRICAL LOAD
REMOVED FROM AND REMAINING ON CIRCUIT.

7. ANY SPARES OR HEAVILY VACATED CIRCUITS MAY BE REUSED FOR INSTALLATION OF NEW
CIRCUITS OR ADDITIONAL LOADS.

8. LIGHT FIXTURES REMOVED SHALL BE TURNED OVER TO THE OWNER.  ALL OTHER
ELECTRICAL EQUIPMENT REMOVED SHALL BE TURNED OVER TO THE OWNER OR DISPOSED
OF OFF SITE AT THE OWNER'S OPTION.

9. THE PLANS INDICATE ONLY AFFECTED EQUIPMENT IN THE DESIGNATED DEMOLITION AREAS
OF THIS PROJECT ALTHOUGH NOT EVERY ITEM MAY HAVE BEEN SHOWN.  REMOVE
NECESSARY ITEMS AS REQUIRED BY THIS DEMOLITION WHETHER OR NOT SHOWN ON
PLANS.

10. OUTLETS, SWITCHES, LIGHTS, AND CONTROLS SHOWN TO BE REMOVED FROM A WALL
WHICH IS SCHEDULED TO REMAIN, SHALL HAVE ALL WIRES PROPERLY TERMINATED, TAPED,
AND LABELED WITHIN EXISTING BOX, AND SHALL HAVE A NEW BLANK COVER PLATE
INSTALLED TO FACILITATE REACTIVATION OF THOSE CIRCUITS IN THE FUTURE.  SEE
DEMOLITION NOTES NOS. 5 AND 6.

11. REFER TO ARCHITECTURAL DRAWINGS FOR GENERAL SCOPE OF DEMOLITION WORK
REQUIRED UNDER THIS CONTRACT AND COORDINATE WITH ELECTRICAL DEMOLITION
WORK.

12. THIS PROJECT REQUIRES THE REMOVAL, TRANSPORT AND DISPOSAL OF ELECTRICAL
EQUIPMENT CONTAINING POLYCHLORINATED BIPHENYL (PCB) IN ACCORDANCE WITH
THE FEDERAL TOXIC SUBSTANCES CONTROL ACT (TSCA).

13. LOW VOLTAGE SYSTEM NOTES:

A. EXISTING FIRE ALARM DEVICES MUST BE REUSED  TEMPORARILY IN THE DEMOLITION
AREAS AND REMAIN CONNECTED TO THE EXISTING FACP.  THE FIRE ALARM SYSTEM IN
THE NON-DEMOLITION AREAS MUST REMAIN OPERATIONAL.

B. EXISTING CARD READERS AND THE DOORS ASSOCIATED WITH THEM IN
NON-DEMOLITION AREAS MUST REMAIN OPERATIONAL .

C. EXISTING CCTV CAMERAS AND THE ASSOCIATED RECORDING EQUIPMENT MUST
REMAIN OPERATIONAL IN NON-DEMOLITION AREAS.

D. THE EXISTING PUBLIC ADDRESS SYSTEM MUST REMAIN OPERATIONAL IN THE
NON-DEMOLITION AREAS.

E. REMOVE DATA AND VOICE HORIZONTAL CABLING IN DEMOLITION AREAS.
COORDINATE WITH COR FOR AREAS TO BE REMOVED.

F. COMMUNICATION ROOMS MUST BE KEPT OPERATING IN DEMOLITION AREAS FOR
NETWORK COMMUNICATIONS.

G. COORDINATE ACTIVITY WITH THE GENERAL CONTRACTOR AND THE COR PRIOR TO
STARTING.

14. ELECTRICAL ROOMS MUST BE KEPT OPERATING IN DEMOLITION AREAS FOR POWERING
EQUIPMENT AND DEVICES.

15. WORK IN THIS AREA SHALL CONFORM TO HAZARDOUS CLASSIFICATION RATING CLASS III,
DIVISION 2, GROUP A, B, C, AND D. ELECTRICAL EQUIPMENT AND DEVICE INSTALLATION
INCLUDING CONDUIT, WIRING, SEALS, ETC. PER NEC. DO NOT ROUTE CONDUIT FOR
OTHER AREAS THRU THIS HAZARDOUS CLASSIFICATION AREA.

16. REMOVE ELECTRICAL DEVICES, BACKBOXES, CONDUIT, AND WIRING BACK TO SOURCE
OR WIRING MAY BE REUSED FOR INSTALLATION OF REPLACEMENT ELECTRICAL DEVICE, IF
COMPLIANT WITH DEMOLITION NOTE 15. REFER TO LIGHTING AND POWER SHEETS FOR
ADDITIONAL INFORMATION. REFER TO DEMOLITION NOTE 9.

17. REMOVE ELECTRICAL EQUIPMENT, CONDUIT, AND WIRING BACK TO SOURCE OR
HAZARDOUS BOUNDARY. PANEL INTERIORS, CIRCUIT BREAKERS, FUSES, CONDUIT, AND
WIRING MAY BE REUSED FOR INSTALLATION OF REPLACEMENT ELECTRICAL EQUIPMENT IF
COMPLIANT WITH DEMOLITION NOTE 15. REFER TO LIGHTING AND POWER SHEETS FOR
ADDITIONAL INFORMATION. REFER TO DEMOLITION NOTE 9.

18. UPGRADING OF LAUNDRY EQUIPMENT FEEDERS AND BRANCH CIRCUITS TO HAZARDOUS
CLASSIFICATION CLASS III, DIVISION 2, GROUP A,B,C,D SHALL BE UNDER SEPARATE
CONTRACT UNLESS NOTED OTHERWISE.

DEMOLITION
NOTES 15
AND 18
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FOR CONTINUATION SEE
SHEET ED101-L

1/8" = 1'-0"

FIRST FLOOR LIGHTING DEMOLITION PLAN - AREA B 
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GENERAL NOTES
1. REFER TO SYMBOLS AND ABBREVIATIONS LIST ON SHEET E-002.

2. REFER TO MOUNTING HEIGHTS, GENERAL, AND ELECTRICAL NOTES ON SHEET E-001.

3. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

4.

5. THE FOLLOWING LINEWEIGHTS INDICATE:

                                LIGHT SOLID LINE INDICATES EXISTING EQUIPMENT AND
                                FEEDERS

                                DARK (BOLD) DASHED LINE INDICATES EQUIPMENT
                                AND FEEDERS DEMOLISHED OR RELOCATED UNDER THIS CONTRACT
                                RELOCATED ITEMS ARE SHOWN WITH AN (R) NEXT TO FEEDER OR
                                EQUIPMENT

                                DARK (BOLD) SOLID LINE INDICATES EQUIPMENT AND
                                FEEDERS FURNISHED AND INSTALLED UNDER THIS
                                CONTRACT

SHADING INDICATES AREA TO
REMAIN THE SAME. ALL
SCHEDULED WORK AREAS
FEATURE NO SHADING.

DEMOLITION NOTES
1. DEMOLITION WORK SHALL BE COORDINATED WITH COR.

2. EXTREME CARE SHALL BE TAKEN NOT TO DISRUPT ANY ELECTRICAL SERVICES WHICH
EXTEND BEYOND BOUNDARIES OF WORK AREA AND ARE TO REMAIN DURING
DEMOLITION.  POWER TO EQUIPMENT OUTSIDE AREA OF DEMOLITION SHALL NOT BE
TURNED OFF WITHOUT PROPER PERMISSION FROM OWNER'S REPRESENTATIVE.  ANY
CIRCUITS AFFECTED BY THIS DEMOLITION, WHICH ARE SCHEDULED TO REMAIN, SHALL BE
PROPERLY REWIRED TO MAINTAIN SERVICE AND COMPLIANCE WITH ALL NATIONAL,
STATE, AND LOCAL CODES.

3. LIGHTING FIXTURES, PANELS, AND OTHER ELECTRICAL EQUIPMENT AND DEVICES LOCATED
WITHIN DEMOLITION AREAS SHALL BE REMOVED AS INDICATED BY ELECTRICAL DEVICES
SHOWN DARK (BOLD) DASHED ON FLOOR PLANS.  COORDINATE REUSABLE DEVICES AND
FIXTURES WITH COR.  EXISTING ITEMS TO REMAIN ARE SHOWN LIGHT SOLID AND SHOWN
FOR REFERENCE ONLY.  NOT EVERY ELECTRICAL DEVICE MAY BE SHOWN AND EXISTING
LAYOUT SHOWN ON THIS DRAWING MAY DIFFER FROM ACTUAL LAYOUT IN FIELD.
CONTRACTOR TO FIELD VERIFY.

4. RECEPTACLES, LIGHT SWITCHES, AND TELEPHONE OUTLETS LOCATED IN WALLS, OR WALL
SURFACES BEING DEMOLISHED SHALL BE REMOVED INCLUDING CONDUIT AND WIRING
TO SOURCE.

5. COMPLETE RECEPTACLE AND LIGHTING CIRCUITS AFFECTED BY THIS DEMOLITION SHALL
HAVE ALL WIRING REMOVED TOTALLY BACK TO THEIR RESPECTIVE PANEL AND THE
CIRCUIT BREAKER POSITION MARKED "SPARE".

6. CIRCUITS HEAVILY VACATED BUT STILL REMAINING SHALL BE PROPERLY NOTED ON THEIR
RESPECTIVE PANEL SCHEDULES ALONG WITH THE APPROXIMATE ELECTRICAL LOAD
REMOVED FROM AND REMAINING ON CIRCUIT.

7. ANY SPARES OR HEAVILY VACATED CIRCUITS MAY BE REUSED FOR INSTALLATION OF NEW
CIRCUITS OR ADDITIONAL LOADS.

8. LIGHT FIXTURES REMOVED SHALL BE TURNED OVER TO THE OWNER.  ALL OTHER
ELECTRICAL EQUIPMENT REMOVED SHALL BE TURNED OVER TO THE OWNER OR DISPOSED
OF OFF SITE AT THE OWNER'S OPTION.

9. THE PLANS INDICATE ONLY AFFECTED EQUIPMENT IN THE DESIGNATED DEMOLITION AREAS
OF THIS PROJECT ALTHOUGH NOT EVERY ITEM MAY HAVE BEEN SHOWN.  REMOVE
NECESSARY ITEMS AS REQUIRED BY THIS DEMOLITION WHETHER OR NOT SHOWN ON
PLANS.

10. OUTLETS, SWITCHES, LIGHTS, AND CONTROLS SHOWN TO BE REMOVED FROM A WALL
WHICH IS SCHEDULED TO REMAIN, SHALL HAVE ALL WIRES PROPERLY TERMINATED, TAPED,
AND LABELED WITHIN EXISTING BOX, AND SHALL HAVE A NEW BLANK COVER PLATE
INSTALLED TO FACILITATE REACTIVATION OF THOSE CIRCUITS IN THE FUTURE.  SEE
DEMOLITION NOTES NOS. 5 AND 6.

11. REFER TO ARCHITECTURAL DRAWINGS FOR GENERAL SCOPE OF DEMOLITION WORK
REQUIRED UNDER THIS CONTRACT AND COORDINATE WITH ELECTRICAL DEMOLITION
WORK.

12. THIS PROJECT REQUIRES THE REMOVAL, TRANSPORT AND DISPOSAL OF ELECTRICAL
EQUIPMENT CONTAINING POLYCHLORINATED BIPHENYL (PCB) IN ACCORDANCE WITH
THE FEDERAL TOXIC SUBSTANCES CONTROL ACT (TSCA).

13. LOW VOLTAGE SYSTEM NOTES:

A. EXISTING FIRE ALARM DEVICES MUST BE REUSED  TEMPORARILY IN THE DEMOLITION
AREAS AND REMAIN CONNECTED TO THE EXISTING FACP.  THE FIRE ALARM SYSTEM IN
THE NON-DEMOLITION AREAS MUST REMAIN OPERATIONAL.

B. EXISTING CARD READERS AND THE DOORS ASSOCIATED WITH THEM IN
NON-DEMOLITION AREAS MUST REMAIN OPERATIONAL .

C. EXISTING CCTV CAMERAS AND THE ASSOCIATED RECORDING EQUIPMENT MUST
REMAIN OPERATIONAL IN NON-DEMOLITION AREAS.

D. THE EXISTING PUBLIC ADDRESS SYSTEM MUST REMAIN OPERATIONAL IN THE
NON-DEMOLITION AREAS.

E. REMOVE DATA AND VOICE HORIZONTAL CABLING IN DEMOLITION AREAS.
COORDINATE WITH COR FOR AREAS TO BE REMOVED.

F. COMMUNICATION ROOMS MUST BE KEPT OPERATING IN DEMOLITION AREAS FOR
NETWORK COMMUNICATIONS.

G. COORDINATE ACTIVITY WITH THE GENERAL CONTRACTOR AND THE COR PRIOR TO
STARTING.

14. ELECTRICAL ROOMS MUST BE KEPT OPERATING IN DEMOLITION AREAS FOR POWERING
EQUIPMENT AND DEVICES.

15. WORK IN THIS AREA SHALL CONFORM TO HAZARDOUS CLASSIFICATION RATING CLASS III,
DIVISION 2, GROUP A, B, C, AND D. ELECTRICAL EQUIPMENT AND DEVICE INSTALLATION
INCLUDING CONDUIT, WIRING, SEALS, ETC. PER NEC. DO NOT ROUTE CONDUIT FOR
OTHER AREAS THRU THIS HAZARDOUS CLASSIFICATION AREA.

16. REMOVE ELECTRICAL DEVICES, BACKBOXES, CONDUIT, AND WIRING BACK TO SOURCE
OR WIRING MAY BE REUSED FOR INSTALLATION OF REPLACEMENT ELECTRICAL DEVICE, IF
COMPLIANT WITH DEMOLITION NOTE 15. REFER TO LIGHTING AND POWER SHEETS FOR
ADDITIONAL INFORMATION. REFER TO DEMOLITION NOTE 9.

17. REMOVE ELECTRICAL EQUIPMENT, CONDUIT, AND WIRING BACK TO SOURCE OR
HAZARDOUS BOUNDARY. PANEL INTERIORS, CIRCUIT BREAKERS, FUSES, CONDUIT, AND
WIRING MAY BE REUSED FOR INSTALLATION OF REPLACEMENT ELECTRICAL EQUIPMENT IF
COMPLIANT WITH DEMOLITION NOTE 15. REFER TO LIGHTING AND POWER SHEETS FOR
ADDITIONAL INFORMATION. REFER TO DEMOLITION NOTE 9.

18. UPGRADING OF LAUNDRY EQUIPMENT FEEDERS AND BRANCH CIRCUITS TO HAZARDOUS
CLASSIFICATION CLASS III, DIVISION 2, GROUP A,B,C,D SHALL BE UNDER SEPARATE
CONTRACT UNLESS NOTED OTHERWISE.

DEMOLITION
NOTES 15
AND 18
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FOR CONTINUATION SEE
SHEET ED101-P

1/8" = 1'-0"

FIRST FLOOR POWER DEMOLITION PLAN - AREA B
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GENERAL NOTES
1. REFER TO SYMBOLS AND ABBREVIATIONS LIST ON SHEET E-002.

2. REFER TO MOUNTING HEIGHTS, GENERAL, AND ELECTRICAL NOTES ON SHEET E-001.

3. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

4.

5. THE FOLLOWING LINEWEIGHTS INDICATE:

                                LIGHT SOLID LINE INDICATES EXISTING EQUIPMENT AND
                                FEEDERS

                                DARK (BOLD) DASHED LINE INDICATES EQUIPMENT
                                AND FEEDERS DEMOLISHED OR RELOCATED UNDER THIS CONTRACT
                                RELOCATED ITEMS ARE SHOWN WITH AN (R) NEXT TO FEEDER OR
                                EQUIPMENT

                                DARK (BOLD) SOLID LINE INDICATES EQUIPMENT AND
                                FEEDERS FURNISHED AND INSTALLED UNDER THIS
                                CONTRACT

SHADING INDICATES AREA TO
REMAIN THE SAME. ALL
SCHEDULED WORK AREAS
FEATURE NO SHADING.

DEMOLITION NOTES
1. DEMOLITION WORK SHALL BE COORDINATED WITH COR.

2. EXTREME CARE SHALL BE TAKEN NOT TO DISRUPT ANY ELECTRICAL SERVICES WHICH
EXTEND BEYOND BOUNDARIES OF WORK AREA AND ARE TO REMAIN DURING
DEMOLITION.  POWER TO EQUIPMENT OUTSIDE AREA OF DEMOLITION SHALL NOT BE
TURNED OFF WITHOUT PROPER PERMISSION FROM OWNER'S REPRESENTATIVE.  ANY
CIRCUITS AFFECTED BY THIS DEMOLITION, WHICH ARE SCHEDULED TO REMAIN, SHALL BE
PROPERLY REWIRED TO MAINTAIN SERVICE AND COMPLIANCE WITH ALL NATIONAL,
STATE, AND LOCAL CODES.

3. LIGHTING FIXTURES, PANELS, AND OTHER ELECTRICAL EQUIPMENT AND DEVICES LOCATED
WITHIN DEMOLITION AREAS SHALL BE REMOVED AS INDICATED BY ELECTRICAL DEVICES
SHOWN DARK (BOLD) DASHED ON FLOOR PLANS.  COORDINATE REUSABLE DEVICES AND
FIXTURES WITH COR.  EXISTING ITEMS TO REMAIN ARE SHOWN LIGHT SOLID AND SHOWN
FOR REFERENCE ONLY.  NOT EVERY ELECTRICAL DEVICE MAY BE SHOWN AND EXISTING
LAYOUT SHOWN ON THIS DRAWING MAY DIFFER FROM ACTUAL LAYOUT IN FIELD.
CONTRACTOR TO FIELD VERIFY.

4. RECEPTACLES, LIGHT SWITCHES, AND TELEPHONE OUTLETS LOCATED IN WALLS, OR WALL
SURFACES BEING DEMOLISHED SHALL BE REMOVED INCLUDING CONDUIT AND WIRING
TO SOURCE.

5. COMPLETE RECEPTACLE AND LIGHTING CIRCUITS AFFECTED BY THIS DEMOLITION SHALL
HAVE ALL WIRING REMOVED TOTALLY BACK TO THEIR RESPECTIVE PANEL AND THE
CIRCUIT BREAKER POSITION MARKED "SPARE".

6. CIRCUITS HEAVILY VACATED BUT STILL REMAINING SHALL BE PROPERLY NOTED ON THEIR
RESPECTIVE PANEL SCHEDULES ALONG WITH THE APPROXIMATE ELECTRICAL LOAD
REMOVED FROM AND REMAINING ON CIRCUIT.

7. ANY SPARES OR HEAVILY VACATED CIRCUITS MAY BE REUSED FOR INSTALLATION OF NEW
CIRCUITS OR ADDITIONAL LOADS.

8. LIGHT FIXTURES REMOVED SHALL BE TURNED OVER TO THE OWNER.  ALL OTHER
ELECTRICAL EQUIPMENT REMOVED SHALL BE TURNED OVER TO THE OWNER OR DISPOSED
OF OFF SITE AT THE OWNER'S OPTION.

9. THE PLANS INDICATE ONLY AFFECTED EQUIPMENT IN THE DESIGNATED DEMOLITION AREAS
OF THIS PROJECT ALTHOUGH NOT EVERY ITEM MAY HAVE BEEN SHOWN.  REMOVE
NECESSARY ITEMS AS REQUIRED BY THIS DEMOLITION WHETHER OR NOT SHOWN ON
PLANS.

10. OUTLETS, SWITCHES, LIGHTS, AND CONTROLS SHOWN TO BE REMOVED FROM A WALL
WHICH IS SCHEDULED TO REMAIN, SHALL HAVE ALL WIRES PROPERLY TERMINATED, TAPED,
AND LABELED WITHIN EXISTING BOX, AND SHALL HAVE A NEW BLANK COVER PLATE
INSTALLED TO FACILITATE REACTIVATION OF THOSE CIRCUITS IN THE FUTURE.  SEE
DEMOLITION NOTES NOS. 5 AND 6.

11. REFER TO ARCHITECTURAL DRAWINGS FOR GENERAL SCOPE OF DEMOLITION WORK
REQUIRED UNDER THIS CONTRACT AND COORDINATE WITH ELECTRICAL DEMOLITION
WORK.

12. THIS PROJECT REQUIRES THE REMOVAL, TRANSPORT AND DISPOSAL OF ELECTRICAL
EQUIPMENT CONTAINING POLYCHLORINATED BIPHENYL (PCB) IN ACCORDANCE WITH
THE FEDERAL TOXIC SUBSTANCES CONTROL ACT (TSCA).

13. LOW VOLTAGE SYSTEM NOTES:

A. EXISTING FIRE ALARM DEVICES MUST BE REUSED  TEMPORARILY IN THE DEMOLITION
AREAS AND REMAIN CONNECTED TO THE EXISTING FACP.  THE FIRE ALARM SYSTEM IN
THE NON-DEMOLITION AREAS MUST REMAIN OPERATIONAL.

B. EXISTING CARD READERS AND THE DOORS ASSOCIATED WITH THEM IN
NON-DEMOLITION AREAS MUST REMAIN OPERATIONAL .

C. EXISTING CCTV CAMERAS AND THE ASSOCIATED RECORDING EQUIPMENT MUST
REMAIN OPERATIONAL IN NON-DEMOLITION AREAS.

D. THE EXISTING PUBLIC ADDRESS SYSTEM MUST REMAIN OPERATIONAL IN THE
NON-DEMOLITION AREAS.

E. REMOVE DATA AND VOICE HORIZONTAL CABLING IN DEMOLITION AREAS.
COORDINATE WITH COR FOR AREAS TO BE REMOVED.

F. COMMUNICATION ROOMS MUST BE KEPT OPERATING IN DEMOLITION AREAS FOR
NETWORK COMMUNICATIONS.

G. COORDINATE ACTIVITY WITH THE GENERAL CONTRACTOR AND THE COR PRIOR TO
STARTING.

14. ELECTRICAL ROOMS MUST BE KEPT OPERATING IN DEMOLITION AREAS FOR POWERING
EQUIPMENT AND DEVICES.

15. WORK IN THIS AREA SHALL CONFORM TO HAZARDOUS CLASSIFICATION RATING CLASS III,
DIVISION 2, GROUP A, B, C, AND D. ELECTRICAL EQUIPMENT AND DEVICE INSTALLATION
INCLUDING CONDUIT, WIRING, SEALS, ETC. PER NEC. DO NOT ROUTE CONDUIT FOR
OTHER AREAS THRU THIS HAZARDOUS CLASSIFICATION AREA.

16. REMOVE ELECTRICAL DEVICES, BACKBOXES, CONDUIT, AND WIRING BACK TO SOURCE
OR WIRING MAY BE REUSED FOR INSTALLATION OF REPLACEMENT ELECTRICAL DEVICE, IF
COMPLIANT WITH DEMOLITION NOTE 15. REFER TO LIGHTING AND POWER SHEETS FOR
ADDITIONAL INFORMATION. REFER TO DEMOLITION NOTE 9.

17. REMOVE ELECTRICAL EQUIPMENT, CONDUIT, AND WIRING BACK TO SOURCE OR
HAZARDOUS BOUNDARY. PANEL INTERIORS, CIRCUIT BREAKERS, FUSES, CONDUIT, AND
WIRING MAY BE REUSED FOR INSTALLATION OF REPLACEMENT ELECTRICAL EQUIPMENT IF
COMPLIANT WITH DEMOLITION NOTE 15. REFER TO LIGHTING AND POWER SHEETS FOR
ADDITIONAL INFORMATION. REFER TO DEMOLITION NOTE 9.

18. UPGRADING OF LAUNDRY EQUIPMENT FEEDERS AND BRANCH CIRCUITS TO HAZARDOUS
CLASSIFICATION CLASS III, DIVISION 2, GROUP A,B,C,D SHALL BE UNDER SEPARATE
CONTRACT UNLESS NOTED OTHERWISE.
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GENERAL NOTES
1. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

2. REFER TO ARCHITECTURAL INTERIOR ELEVATIONS AND REFLECTED CEILING
PLANS FOR COORDINATION OF ELECTRICAL DEVICES.

3. REFER TO CODE COMPLIANCE PLANS FOR FIRE BARRIERS, EGRESS PATHS AND
TRAVEL DISTANCES ON SHEET GI002 THOUGH GI006.

4. REFER TO PHASING PLANS AND CONSTRUCTION ACCESS PLAN FOR
COORDINATION OF ELECTRICAL DEVICES, EQUIPMENT, TEMPORARY
PARTITION LOCATIONS, DEMOLITION AND INSTALLATION TIMING OF WORK
ON SHEET NOS. GC100 AND IN SPECIFICATIONS.

5. REFER TO ARCHITECTURAL SHEETS FOR RATED WALL LOCATIONS, FLOOR SAW
CUTTING AND REPAIR INFORMATION.

6. REFER TO MECHANICAL/ELECTRICAL SCHEDULES AND NOTES ON SHEETS
ME601 FOR ADDITIONAL INFORMATION.

7. THE FOLLOWING SHADING INDICATES:

SHADING INDICATES AREA OF EXISTING DEVICES,
EQUIPMENT, AND FEEDERS TO REMAIN UNLESS
NOTED OTHERWISE.   AREAS FEATURING NO
SHADING INDICATE WORK TO BE DEMOLISHED,
FURNISHED AND INSTALLED UNDER THIS
CONTRACT UNLESS NOTED OTHERWISE. ALL
CIRCUITS/HOME RUNS OVERLAPPING WORK
SCOPE AREA IS INCLUDED UNDER THIS
CONTRACT.

8. THE FOLLOWING LINEWEIGHTS INDICATE:

LIGHT SOLID LINES INDICATE EXISTING EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO
REMAIN AND ARE SHOWN FOR REFERENCE ONLY.
EXISTING LOCATIONS AND LAYOUT MAY DIFFER
FROM LAYOUT SHOWN.  FIELD VERIFY EXACT
LOCATIONS AND LAYOUT.

DARK (BOLD) DASHED LINES INDICATE EXISTING
EQUIPMENT, DEVICES, BRANCH CIRCUITS, AND
FEEDERS TO BE REMOVED OR RELOCATED UNDER
THIS CONTRACT.  RELOCATED ITEMS WILL BE
DESIGNATED WITH AN "(R)" NEXT TO THE
EQUIPMENT OR FEEDER.

DARK (BOLD) SOLID LINES INDICATE EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO BE
FURNISHED AND INSTALLED UNDER THIS
CONTRACT.

SITE SHEET NOTES
1. FIELD VERIFY LOCATIONS OF EXISTING UNDERGROUND SERVICES TO

COORDINATE UNDERGROUND SERVICES BEING INSTALLED UNDER THIS
CONTRACT WITH CIVIL DRAWINGS PRIOR TO INSTALLATION.

2. EXISTING FEEDERS FROM EXISTING UTILITY LOOP SWITCH TO EXISTING PAD
MOUNT TRANSFORMER TO REMAIN.

EXISTING CIRCUIT BREAKER DISCONNECT M
TO REMAIN

EXISTING TRANSFORMER M
TO REMAIN

REPLACE EXISTING PANEL C

REPLACE EXISTING PANEL B

REMOVE EXISTING
DISCONNECT PANEL B&C

REMOVE EXISTING DISCONNECT FOR EMERGENCY LIGHTS

EXISTING LIGHTING CONTACTOR TO REMAIN
REPLACE EXISTING PANEL A

REMOVE EXISTING TRANSFORMER FOR EMERGENCY LIGHTS
REMOVE EXISTING TRANSFORMER BC

REMOVE EXISTING TRANSFORMER PANEL 1
EXISTING TRANSFORMER D TO REMAIN

EXISTING PANEL D TO REMAIN

EXISTISTING WATER HEATER

EXISTING SIEMENS
PROLOGIC CABINET
TO REMAIN
EXISTING SIEMENS
PROLOGIC CABINET
TO REMAIN

EXISTING BOILER 2 CONTROL PANEL

EXISTING 1/2 HP STEAM BOILER 2

EXISTING 30A DISCONNECT SWITCH - BOILER 2

EXISTING 30A DISCONNECT SWITCH - 2B

EXISTING 30A DISCONNECT SWITCH - 2A

EXISTING 30A DISCONNECT SWITCH - 1B

EXISTING 30A DISCONNECT SWITCH - 1A

EXISTING BOILER 1 CONTROL PANEL

EXISTING 1/2 HP STEAM BOILER 1

EXISTING 30A DISCONNECT SWITCH - BOILER 1

REMOVE EXISTING MDP-145, 2000A

REMOVE EXISTING
BOLTED
PRESSURE SWITCH

REMOVE EXISTING
CAPACITOR DISCONNECT

REMOVE EXISTING CAPACITOR
DISCONNECT

ABANDONED SLEEVES
EXISTING PULL BOX

EXISTING
AIR CONDITIONER

EXISTING
LOOP SWITCH

(PMW-15)

EXISTING
TRANSFORMER

REMOVE ELECTRIC EXISTING METER

REMOVE EXISTING CT CABINET

REMOVE EXISTING MDP-145-2

FOR CONTINUATION SEE
SHEET ED102-P

ENLARGED SITE DEMOLITION PLAN1

REMOVE EXISTING
CAPACITOR BANKS

REMOVE EXISTING

EXISTING
FURNACE

EXISTING METER

EXISTING SURGE PROTECTOR TO REMAIN
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400A
3P

EXISTING
400A
3-P

EXISTING
PANEL A

EXISTING
400A
3-P

EXISTING
FUSE

EXISTING
FUSE

EXISTING
600A
3-P

EXISTING
FUSE

EXISTING
200A
3-P

EXISTING
FUSE

EXISTING
200A
3-P

EXISTING
FUSE

TO EXIT AND
EMERG LIGHTS

EXISTING
PANEL 2

EXISTING
PANEL 1

EXISTING
30A 3P

EXISTING
TRANSF E
1 KVA

EXISTING
TRANSF 2
15 KVA

EXISTING
TRANSFORMER BC

240/480V TO 120/240V
25 KVA

EXISTING
PANEL B

EXISTING
MDP-145-2
(FORMERLY HA-9, PDP-A)
1200A BUS 480Y/277V-3PH-4W

EXISTING
PANEL D

EXISTING
TRANSF M
75 KVA

EXISTING
PANEL C

EXISTING
3 SETS, 3 1/2"C
1- 4/C 750 KCMILS,
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PANEL D1
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PANEL M1
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PANEL WLP
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TRANSF D
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FUSE
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FUSIBLE
3P

EXISTING
1"C 3#6
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PANEL 1A

60A
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TRANSFORMER LE
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LE1
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400A-3P
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(1) 3"C 3#500
KCMIL EACH
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SPACE

2
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200A
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HA-6
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HA-5

EXISTING
SPACE

14

EXISTING
TRANSF 1
25 KVA

GENERAL NOTES
1. REFER TO SYMBOLS AND ABBREVIATIONS LIST ON SHEET E-002.

2. REFER TO MOUNTING HEIGHTS, GENERAL, AND ELECTRICAL NOTES ON SHEET E-001.

3. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

4.

5. THE FOLLOWING LINEWEIGHTS INDICATE:

                                LIGHT SOLID LINE INDICATES EXISTING EQUIPMENT AND
                                FEEDERS

                                DARK (BOLD) DASHED LINE INDICATES EQUIPMENT
                                AND FEEDERS DEMOLISHED OR RELOCATED UNDER THIS CONTRACT
                                RELOCATED ITEMS ARE SHOWN WITH AN (R) NEXT TO FEEDER OR
                                EQUIPMENT

                                DARK (BOLD) SOLID LINE INDICATES EQUIPMENT AND
                                FEEDERS FURNISHED AND INSTALLED UNDER THIS
                                CONTRACT

SHADING INDICATES AREA TO
REMAIN THE SAME. ALL
SCHEDULED WORK AREAS
FEATURE NO SHADING.

DEMOLITION NOTES
1. DEMOLITION WORK SHALL BE COORDINATED WITH COR.

2. EXTREME CARE SHALL BE TAKEN NOT TO DISRUPT ANY ELECTRICAL SERVICES WHICH
EXTEND BEYOND BOUNDARIES OF WORK AREA AND ARE TO REMAIN DURING
DEMOLITION.  POWER TO EQUIPMENT OUTSIDE AREA OF DEMOLITION SHALL NOT BE
TURNED OFF WITHOUT PROPER PERMISSION FROM OWNER'S REPRESENTATIVE.  ANY
CIRCUITS AFFECTED BY THIS DEMOLITION, WHICH ARE SCHEDULED TO REMAIN, SHALL BE
PROPERLY REWIRED TO MAINTAIN SERVICE AND COMPLIANCE WITH ALL NATIONAL,
STATE, AND LOCAL CODES.

3. LIGHTING FIXTURES, PANELS, AND OTHER ELECTRICAL EQUIPMENT AND DEVICES LOCATED
WITHIN DEMOLITION AREAS SHALL BE REMOVED AS INDICATED BY ELECTRICAL DEVICES
SHOWN DARK (BOLD) DASHED ON FLOOR PLANS.  COORDINATE REUSABLE DEVICES AND
FIXTURES WITH COR.  EXISTING ITEMS TO REMAIN ARE SHOWN LIGHT SOLID AND SHOWN
FOR REFERENCE ONLY.  NOT EVERY ELECTRICAL DEVICE MAY BE SHOWN AND EXISTING
LAYOUT SHOWN ON THIS DRAWING MAY DIFFER FROM ACTUAL LAYOUT IN FIELD.
CONTRACTOR TO FIELD VERIFY.

4. RECEPTACLES, LIGHT SWITCHES, AND TELEPHONE OUTLETS LOCATED IN WALLS, OR WALL
SURFACES BEING DEMOLISHED SHALL BE REMOVED INCLUDING CONDUIT AND WIRING
TO SOURCE.

5. COMPLETE RECEPTACLE AND LIGHTING CIRCUITS AFFECTED BY THIS DEMOLITION SHALL
HAVE ALL WIRING REMOVED TOTALLY BACK TO THEIR RESPECTIVE PANEL AND THE
CIRCUIT BREAKER POSITION MARKED "SPARE".

6. CIRCUITS HEAVILY VACATED BUT STILL REMAINING SHALL BE PROPERLY NOTED ON THEIR
RESPECTIVE PANEL SCHEDULES ALONG WITH THE APPROXIMATE ELECTRICAL LOAD
REMOVED FROM AND REMAINING ON CIRCUIT.

7. ANY SPARES OR HEAVILY VACATED CIRCUITS MAY BE REUSED FOR INSTALLATION OF NEW
CIRCUITS OR ADDITIONAL LOADS.

8. LIGHT FIXTURES REMOVED SHALL BE TURNED OVER TO THE OWNER.  ALL OTHER
ELECTRICAL EQUIPMENT REMOVED SHALL BE TURNED OVER TO THE OWNER OR DISPOSED
OF OFF SITE AT THE OWNER'S OPTION.

9. THE PLANS INDICATE ONLY AFFECTED EQUIPMENT IN THE DESIGNATED DEMOLITION AREAS
OF THIS PROJECT ALTHOUGH NOT EVERY ITEM MAY HAVE BEEN SHOWN.  REMOVE
NECESSARY ITEMS AS REQUIRED BY THIS DEMOLITION WHETHER OR NOT SHOWN ON
PLANS.

10. OUTLETS, SWITCHES, LIGHTS, AND CONTROLS SHOWN TO BE REMOVED FROM A WALL
WHICH IS SCHEDULED TO REMAIN, SHALL HAVE ALL WIRES PROPERLY TERMINATED, TAPED,
AND LABELED WITHIN EXISTING BOX, AND SHALL HAVE A NEW BLANK COVER PLATE
INSTALLED TO FACILITATE REACTIVATION OF THOSE CIRCUITS IN THE FUTURE.  SEE
DEMOLITION NOTES NOS. 5 AND 6.

11. REFER TO ARCHITECTURAL DRAWINGS FOR GENERAL SCOPE OF DEMOLITION WORK
REQUIRED UNDER THIS CONTRACT AND COORDINATE WITH ELECTRICAL DEMOLITION
WORK.

12. THIS PROJECT REQUIRES THE REMOVAL, TRANSPORT AND DISPOSAL OF ELECTRICAL
EQUIPMENT CONTAINING POLYCHLORINATED BIPHENYL (PCB) IN ACCORDANCE WITH
THE FEDERAL TOXIC SUBSTANCES CONTROL ACT (TSCA).

13. LOW VOLTAGE SYSTEM NOTES:

A. EXISTING FIRE ALARM DEVICES MUST BE REUSED  TEMPORARILY IN THE DEMOLITION
AREAS AND REMAIN CONNECTED TO THE EXISTING FACP.  THE FIRE ALARM SYSTEM IN
THE NON-DEMOLITION AREAS MUST REMAIN OPERATIONAL.

B. EXISTING CARD READERS AND THE DOORS ASSOCIATED WITH THEM IN
NON-DEMOLITION AREAS MUST REMAIN OPERATIONAL .

C. EXISTING CCTV CAMERAS AND THE ASSOCIATED RECORDING EQUIPMENT MUST
REMAIN OPERATIONAL IN NON-DEMOLITION AREAS.

D. THE EXISTING PUBLIC ADDRESS SYSTEM MUST REMAIN OPERATIONAL IN THE
NON-DEMOLITION AREAS.

E. REMOVE DATA AND VOICE HORIZONTAL CABLING IN DEMOLITION AREAS.
COORDINATE WITH COR FOR AREAS TO BE REMOVED.

F. COMMUNICATION ROOMS MUST BE KEPT OPERATING IN DEMOLITION AREAS FOR
NETWORK COMMUNICATIONS.

G. COORDINATE ACTIVITY WITH THE GENERAL CONTRACTOR AND THE COR PRIOR TO
STARTING.

14. ELECTRICAL ROOMS MUST BE KEPT OPERATING IN DEMOLITION AREAS FOR POWERING
EQUIPMENT AND DEVICES.

15. WORK IN THIS AREA SHALL CONFORM TO HAZARDOUS CLASSIFICATION RATING CLASS III,
DIVISION 2, GROUP A, B, C, AND D. ELECTRICAL EQUIPMENT AND DEVICE INSTALLATION
INCLUDING CONDUIT, WIRING, SEALS, ETC. PER NEC. DO NOT ROUTE CONDUIT FOR
OTHER AREAS THRU THIS HAZARDOUS CLASSIFICATION AREA.

16. REMOVE ELECTRICAL DEVICES, BACKBOXES, CONDUIT, AND WIRING BACK TO SOURCE
OR WIRING MAY BE REUSED FOR INSTALLATION OF REPLACEMENT ELECTRICAL DEVICE, IF
COMPLIANT WITH DEMOLITION NOTE 15. REFER TO LIGHTING AND POWER SHEETS FOR
ADDITIONAL INFORMATION. REFER TO DEMOLITION NOTE 9.

17. REMOVE ELECTRICAL EQUIPMENT, CONDUIT, AND WIRING BACK TO SOURCE OR
HAZARDOUS BOUNDARY. PANEL INTERIORS, CIRCUIT BREAKERS, FUSES, CONDUIT, AND
WIRING MAY BE REUSED FOR INSTALLATION OF REPLACEMENT ELECTRICAL EQUIPMENT IF
COMPLIANT WITH DEMOLITION NOTE 15. REFER TO LIGHTING AND POWER SHEETS FOR
ADDITIONAL INFORMATION. REFER TO DEMOLITION NOTE 9.

18. UPGRADING OF LAUNDRY EQUIPMENT FEEDERS AND BRANCH CIRCUITS TO HAZARDOUS
CLASSIFICATION CLASS III, DIVISION 2, GROUP A,B,C,D SHALL BE UNDER SEPARATE
CONTRACT UNLESS NOTED OTHERWISE.
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